BIWIN / Sab

Features
@ Gold-plated contact points & double movable contacts
to ensure reliability and longer life expectancy
€ Unique twin suspended springs offer high resistance
to physical shock & vibration
@ Clear ON/OFF actuation clicks
4 Thru-Hole or SMD available

BEEAERRE

12345¢

RoHS Compliant

EREEREg

)

NPS
G Type L Type SMD SOLDERING PAD
= = = . Q ~—9.40+0. 20—~ i, y r‘}AOiO‘EO*l i) A o
=R = = Tfﬂﬂfffﬁ@ HDDDDDDD M
+ N +H N + L o (L
SAB = = ? U D 110 238
T 1 o o Nl 2 3456 78 a © =
L EELE ] R s = S .
Ll 4ax003 jﬁ 7 o020 ‘%78:;02;{ b2 003 %"0‘60”03 b ooy LPD 000
——~-—120£0.03
ITCH=2.54
10.40£0.3— ~—10,40+0,3—
NPH/NPT
DRILLING PLAN
G Type L Type
~—9.40£0.20—~ ‘ ~9.40£0.20— ‘ h =) L =254 X(P-1)— 0.8
: - JMHAAAARE fccccc ¥
g g S gt < 1]
SAB < B 7 SRl 23456 78|7 0
T 9] [¥s] ™~
L1 LLE LY A A e A SRR ) SR
—lleg442003 = 0 e0+003 T T, -
L7‘62t[]‘3>‘ L7‘62t[]‘3>‘ P=2.54%0.03 504003 =—PITCH=2.54
Specifications Materials Wiring Diagram
4 Contact Rating @ Cover: Thermoplastic UL 94-HB or V-0, Blue/Red/Black
Switching ................ 25mA,24VDC @ Actuator: Thermoplastic UL 94-HB, White
Non-Switching 100mA,50vVDC 4 Contact: Copper Alloy, Gold-plated £\ l\ l\ l\ l\ l\ é\ £\
€ Contact Resistance 4 Terminal: Copper Alloy, Pure-Tin-plated T T T T T T T T
Initial ... 50mQ Max. @ Tape Sealed: Polyester Film
After Life Test ........... 100mQ Max. 1 2 3 4 e N
@ Insulation Resistance .. 100MQ min at 500VDC Packaging Information ON
@ Dielectric Strength ..... 500VAC/ 1 minute @ Tape & Reel: NPS
@ Operating Force......... 1,000g Max. @ Tube: NPS/ NPH/ NPT
€ Mechanical Life.......... 5,000 cycles ® Actuators all in "OFF" position Package
@ Electrical Life ............ 2,000 cycles
P/N No. Of Dim. Quantity
) ) Pole A per Tube
Soldering Information
4 Hand Soldering NPH/S/T02 2 6.08mm 85
Soldering Iron of 30W or under at 350°C for 3 sec. max. NPH/S/T03 3 8.62mm 61
€ Wave Soldering NPH/S/T04 4 11.16mm 47
260+5°C for 10 sec. max. NPH/S/T05 5 13.70mm 38
@ Reflow Soldering. NPH/S/T06 6 16.24mm 32
Peak temperature: 245°C max. The time above 240°C must be 30 sec. max. NPH/S/TO7 7 18.78mm 28
@ Keep all actuators in "OFF" position during soldering and cleaning process NPH/S/T08 8 21.32mm 24
NPH/S/T10 10 26.40mm 20
. NPH/S/T12 12 31.48mm 16
Order Information
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Positions: Color: Package:
06=6 Positions K=Black (NPT/NPS) None=Tube
Terminal: 08=8 Positions B=Blue (NPH) R=Tape & Reel
S=SMD R=Red (NPH) None=Standard
H=Straight Actuator: None=Standard U=Halogen Free
T=Thru hole for reflow soldering G=Raised Actuator T=Tape Sealed(L Actuator)
New Piano Ty pe L=Flat Actuator T1=Tape Sealed(G Actuator)

http://www.biwin.com

http://www.sab.com.tw

http://www.sab-switch.com.cn
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